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UK
ABS PASSIVE PA SPEAKERS

Congratulations on the purchase of this SkyTec passive speaker box.
Please read this manual carefully prior to using the unit.

TO ENSURE MANY YEARS OF TROUBLEFREE USE, PLEASE OBSERVE THE FOLLOWING

e Hearing damage:

SkyTec loudspeakers are easily generating high
sound pressure levels (SPL) sufficient to cause
permanent hearing damage to performers,
production crew and audience members. Care
should be taken to avoid prolonged exposure to
SPL in excess of 85 dB.

 Make sure that the amplifier is switched off when
the speaker box is connected or disconnected.

 The box must be installed by a qualified
technician who has knowledge of the
techniques.

* Do not overload the box to avoid damage to the
speakers.

e Connect the box only to a good quality amplifier:
Direct voltage at the amplifier output will damage
the speakers
“Clipping” (overdrive) of the amplifier can
damage the woofer, tweeter and horn speaker

Do not overload the speakers to avoid damage
to the components.

« Do not place an open fire (candle, etc.) on top or
next to the box - FIRE HAZARD

e For indoor use only. If the box is used outdoors,
you need to make sure that no humidity can
enter the box.

 Make sure that the box is placed on a stable,
solid surface.

e The boxes can be stacked but do not put more
than 60kg weight on the box.

e The boxes can be hung. Use only strong and
approved mounting material. The installation
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F
ENCEINTES MOULEES PASSIVES

Nous vous remercions pour I'achat de cette enceinte passive SkyTec.
Lire attentivement le mode d’emploi avant la premiére mise en service.

Recommandations d’utilisation:

« Protection de 'ouie:
Les enceintes SkyTec peuvent générer une
pression acoustique trés forte qui risque
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D
ABS PASSIVBOXEN

Herzlichen Gluckwunsch zum Kauf unserer SkyTec Aktivboxen.
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Specifications and design are subject to change without prior notice..
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