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DISPLAY 
When choose a function, press MENU button, select menu options you want.  

Press ENTER button to the selected function, the display will be flash, then press 
UP/DOWN button to select the required function, press ENTER button, or wait for 
10 seconds or press MENU button. 

 

 
Display Mode 
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FIXTURE CLEANING 
The cleaning of internal and external optical lenses and/or mirrors must be carried out periodically to optimize light 
output. Cleaning frequency depends on the environment in which the fixture operates: damp, smoky or particularly 
dirty surrounding can cause greater accumulation of dirt on the unit’s optics. 

�x Make sure the area below the installation place is free from unwanted persons during servicing 
�x Housings, fixations and installations spots( ceiling, truss, suspensions) should be totally free from any 

deformation 
�x The mains cables must be in impeccable condition and should be replaced immediately when even a small 

problem is detected 
�x In order to protect the fixture from overheat the cooling fans (if any) and ventilation openings should be 

cleaned monthly. 
�x The interior of the fixture should be cleaned annually using a vacuum cleaner or air-jet. 
�x Clean with soft cloth using normal glass cleaning fluid. 
�x
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DISPLAY 
Om een functie te kiezen, drukt u op MENU en selecteer de functie die u wilt. 
 
Druk op ENTER
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ESPAÑOL 
Enhorabuena por la compra de este efecto de luces Beamz. Por favor lea atentamente este manual antes de usar el aparato 
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DMX CHANNEL  / DMX KANALEN /  DMX-KANAL / CANAL DMX / CANAUX DMX 
 
1 Channel  

Channel Function Value Descri ption
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     Declaration of Conformity 
 

Manufacturer: TRONIOS BV 
Bedrijvenpark Twente 415 
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